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Phase 2 Rated Operating Status Continuous
Step Angle 1.8° Lifetime (Hours) Above 5000H
Step Angle Frror (No Load) +0.09° or below Temperature Rise Below 80K
Encoder Line Count 1000 lines Insulation Withstand Voltage = 500V A.C
Rated Current 4.0 A Insulation Resistance Above 100 MQ
Resistance (Phase) 0.45 Q+10% Insulation Class B
Inductance (Phase) 1.25 mH+20% Operating Temperature Range -20°C~+50°C
Holding Torque 1.3 Nom Operating Humidity Range 20%RH~90%RH
Radial Runout 0.025 MM(Load 450g) Storage Temperature Range -20°C~+70°C
Axial Runout 0. 005 MM(Load 920g) Storage Humidity Range 15%RH~95%RH
Motor Lead Colors and Wiring Diagram Label Content Vlotor Model
MODEL 2
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Definition of
Motor Wires

Definition of Encoder Wires

Brand

STEPPING MOTER

1| A+ 1 +5V(éc ()Red) 6 EB+ (1w - 2-PHASE
2 A 2 GND fr=e) -ISI3 1. 8°/STEP
3 B+(Red) 3 EA- @) >L’/MOIOD
4 B 4 EA+Eo) Rated Current Holding Torque
5 |EB-(wit)
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Note: The color and order of the motor leads are s

subject to the actual object.

HAMDERBURG MOTOR 0., LTD

MADE IN CHINA
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TWO-PHASE CLOSED-LOOP
STEPPER MOTOR

WWW. HDBMOTORS. COM
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